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THIS IS UNEVALUATED INFORMATION

The Stechovice Hydroelectric Power Plant was erected during World Var II by the German
Government from original German designs. It is situated on the ieft shore of the Vltava
(Moldau) river facing dowmstream about 15 miles from Prague, The new Czech highway is npearby,

The teto) anmel output of the plant is between 250 and 300 million K/E. It is connected
with the rational grid by twe transmigsion lines with 320,000 Vo It is a main soures of
supply for the city of Prague,

The water reservoir is located at a height of 600 feet sbove the river level and has a
Storage capacity of one-half million cubic moters, The two water pipelines to the reservoir
cre each about six feet in dimmeter. In the case of sabotage the stored water could destroy

The main building is constructed of reinforced corcrete and is practically a one-story
building, which is usual for hydr The main switchgear and distribution station
is ean outdoor type structural iromsork. The administrative offices and maintenance shops
are comparatively very small, @“ Emoloeure (A) for layout of Plant fncilitha_.]

The plant is a so-called "pump energy accumulating plant® ; there are ebout three or four
plants of this type in entire Europs, About two-thirds of tie equipment is of German
origin and one-third was produced by Ceskomoravska Xolben-Danek in Prague,

There are three normal hydrsulic turbine units with a capacity of 20,000 KW each and two
15,000 K/ units which ere a combination of one pum, one turbime p-. ano clsciric generator;
which can be used as a motors Thne reason for this is to elevate tue waier whick cannot be
used in the night hours %o water reservoirs located about 600 feet above the level of the
Vltava river, This accumlated vater increases the smount of power generated during the
peak load,

The two combination pump turbins-gensrator units sre R80-85 feet high which cause some
undesirzble resonance vibtvations and main bearing difficulties. in the fature two separate
units, a2 motor-pusp and a hydraulic generator-turbine unit, will be made which will reduce
the voertical dimensions of the vnits,
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SKETZH SHOWING LAYOUT OF FACILITIES OF THE STECHOVICE HYDROELECTRIC POWER PLAN]
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